
Power  
for your cable and communications systems… 

Solutions 

 
Optional features (from left to right): MPO Multi-purpose Outlets, 
PowerNET SNMP Adapter, GM Series Enclosure 

 

 

 
MC Series 

Uninterruptible Power Supply 
 

 
➢ True online dual conversion technology 

➢ Advanced microprocessor control  

➢ Sine wave output, zero transfer time 

➢ Wide input voltage range with power factor correcting 

➢ Transient Voltage Surge Suppress (TVSS) 

➢ User-friendly bypass protection 

➢ Multifunctional LCD display with LED indicators 

➢ On-battery startup (DC power-on) 

➢ Extended battery runtime with external battery bank(s) 

➢ 3 in 1 mounting design for rack, tower and desktop 

➢ RS-232 communication interface + Intelligent Slot 

➢ Optional SNMP Adapter for remote status monitoring 
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MC Series Uninterruptible Power Supply 
Nominal Specifications 
 

Model 
Rated Power 
(VA / W) 

Input Voltage 
(VAC) 1 

Frequency 
(Hz) 

Output Volt. 
(VAC) 1 

Battery Volt. 
(VDC) 

Weight 
(kg/lbs) 

MC1000-W 1000 / 800 220 50 220 36 7 / 15.4 

MC1000-L120 1000 / 800 120 60 120 36 7 / 15.4 

MC2000-W 2000 / 1600 220 50 220 96 14 /30.9 

MC2000-L120 2000 / 1600 120 60 120 96 14 /30.9 

MC3000-W 3000 / 2400 220 50 220 96 14 /30.9 

MC3000-L120 3000 / 2400 120 60 120 96 14 /30.9 

1. Other voltages and configurations may be available. Please contact us for details. 

 

General Specifications   

   

Input    

Voltage range 55% to 130%   

Frequency range ± 8%  
Versatile Mounting Features 

Power factor ≥0.97  

Output   

 

Waveform Sine wave  

Frequency stability ±0.5% at battery mode  

Load crest ratio 3:1  

Power factor 0.8  

Overload capacity 110% to 150% for 30 seconds  

 >150% for 300ms  

Transfer time 0ms  

Battery & Charger   

Battery type Sealed Lead Acid Maintenance Free  

Charger current 6A at 80% load and nominal input  Tower 

Charging time 8 hours typical to 90% capacity   

Mechanical   

 

Display features I/P & O/P voltages, output power,  

 Operation mode, battery voltage,  

 Loading capacity and alarms  Rack 

Communication Interface RS-232 (DB9) and Intelligent Slot   

Finish Power coated  

 

Dimensions (width x height x depth)  

1000VA 482 x 88 x 432mm  

 19” x 3.5” x 17”  

2000VA / 3000VA 482 x 132 x 432mm  Desktop 

 19” x 5.2” x 17”  
With so designed rackmount ears, the unit can be re-

configured to suit different application scenarios. Environmental   

Operating temperature 0 to 40°C / 32°F to 104°F   

Operating humidity 0 to 95% non-condensing   

Elevation 1500 meters (max.)   

 

mailto:fydq@fydq.com.cn
http://www.fydq.com.cn/

